
CONSTRUCTION & MATERIALS
î Dia-casting aluminum alloy housing
î Polyester powder-coated finish, rust and corrosion proof, stabilized to extreme climate changes without 

cracking or peeling
î  Fit for Ф60mm (2.36") pole

ENVIRONMENTAL SYSTEM
î  wet locationIP 65 rated for outdoor

FINISH
î  Black

ELECTRICAL SYSTEM
î 200 Input voltage 100-277VAC/ -480VAC, 50/60Hz 
î  ETL/cETL listed/CE/RoHs 

OPTICAL SYSTEM
î  LM 80 SMD LED  
î  Color temperature: 4000K. Other color temperature available for special order, consult factory for lead 

time.

LIGHTING CONTROL
î 0-10vdc/PWM dimming 
î Motion sensor
î  Photocell

WARRANTY
5 Years  

Model # LT-SPG   Series

Type Projecting  Light

Version   A   2020-05

CONSTRUCTION & MATERIALS
u Pure aluminum housing
u High light transmittance opyicak lens. Uniform 

output
u Adjustable bracket and easy installtion
u Rust and corrosion proof, stabilized to extreme 

climate changes without cracking or peeling
u High impact glass cover 
u High brightness and CRI Epistar, CREE or 

Osram chips.

ENVIRONMENTAL SYSTEM
u IP 66 rated waterproof
u Used for outdoor location

FINISH
u  Black

ELECTRICAL SYSTEM
u 24vdc, 48vdc
u 100-277vac available 
u ETL/cETL listed, 
u CE/RoHS

OPTICAL SYSTEM
u  75~83 lm/w 
u  CCT: 3000K,4000K,5000K, 5700K. 
u  RGB (W)
u  Beam angle 10º/15º/30º/45º for options

LIGHTING CONTROL

w ON/OFF 

w DMX512

WARRANTY

w  3 Years

STANDARD

w EN61347-1, EN61347-2-13,  EN60598-2-1,  
EN60598-1  

w UL 1598,  CAN/CSA -C.22.2  NO. 250.0, 

LED projecting light provides pure aluminum heat sink and high shock-proof polycarbonate lens. UL/CE 
approved driver offers 3 years warranty. They can be suitable for road, street, parking lot, warehouse, 
mail and other lighting.

INSTALLATION

Model# LT-SPG148 LT-SPG248

Rating 48W  (48X1W) 96W  (48X2W)

Lumen  Output  (@50K) 3360~3980  lm 6720~7980  lm

Input  Voltage 24/48VDC, 1 00-277VAC 24/48VDC,  100-277VAC

Power Factor > 0.90 > 0.90 

LED  Color White,  RGB(W) White: RGB(W)

CRI  >80 >80

Beam Angle 10º/15º/30º/45º 10º/15º/30º/45º

L70 >50,000  hrs >50,000  hrs

Operating  Temp. -30ºC~+50ºC -30ºC~+50ºC

Store  Temp. -40ºC~+60ºC -40ºC~+60ºC

Material Aluminum body, Glass cover Aluminum body, Glass cover

Installation Surface Mount Surface Mount

Warranty 3 Y ears 3 Y ears

Waterproof  Rated IP 66 IP 66

Certification Meet UL, CE Meet UL, CE

Model# QTY N.W. G.W. Carton Size

LT-SPG 1 pc
10 Ibs 
(4.5Kg)

13.3 Ibs
(6Kg)

17.7"x10"x5.9"
(45X25X15cm)

LED Projecting Light

DMX512  |  Aluminum |  IP66 Rated

 Lightide Manufactory Co., Ltd. | Lightide HK Industrial Co., Limited

   www.lightideled.com  |  sales@lightideled.com

DESCRIPTION 

DEMENSION 

DISTRIBUTION

PACKAGE
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Sample Number:  LT-SPG248-24V-30K-30D

Com. Series
LED  
Watts

LED 
QTY

Input  Voltage
CCT
LED Color

Beam Angle

LT SPG

       

1     1W
2    2W
3    3W

48 Blank   100-277VAC
24V       24VDC
48V       48VDC 

30K      3000K
40K     4000K
50K     5000K
57K     5700K
RGB 
RGBW

10D    10 deg.
15D    15 deg.
30D    30 deg.
45D     45 deg.
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EASY WIRING
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