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Folded Design

ROUND LED & oL

Adjustable mount bracket allows for
angling the beam up or down in 180

P 0 S T T O P . ) degrees to light up where you want, more
\ T S € neighbor-friendly.
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G3 LED Street Light

Outdoor LED Post Lights feature CCT & Wattage selectable and 140 LPW of \ : ] LT R 3
light efficient to replace 400W metal halide area lights, and street lights ( "
that can be used for parks, pathways, sidewalks, streets, and yards.

CCT & Wattage
_ Ty Selectable
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There are allowed 3 différent wattage
and color temperature settings with

Motion Sensor High Efficacy CCT & Wattage Rugged Grade IP65 Rated o / % simple slide switches, such as 36W-
140+ LPW Selectable ! ) | 48W-56W and 3000K-4000K-5000K.
|
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Style Street Light
Housing Die-casting Aluminum Alloy =
Diffuser PC, Shatter-Proof MOtlon Sensor
ccT 30K-40K-50K Field Selectable . : y
Waterproof 1PE5 xSy NI L by Turnon th'e lgd light fixtures |
5 = i . [ TR : when motion is detected to save.
Lumen Efficacy 140 LPW i more epergy cost. "% ¢ ~\
Sensor Microwave motion/photocell Y A £ LT &y ! = s AL o o s \ LA\
Beam Angle Type V (145 deg.) :
Installation For ®2 3/8" or 3"
Warranty 5 Years
Listed DLC, ETL/cETL, CE, RoHS
Com. ‘Series ‘Power Input Voltage }CCT Control
Model# Input Voltage Power CCT Equv. Dimension .
. LT PTA 50 Std.=100-277vac Blank=Selectable 30K-40K-50K DM=1-10DC Dim
LT-PTAS0 100-277VAC 30W-50W-60W Selectable 200'?3‘?0'("5”" Selectable, Singl |50y My DA421x432mm 100 HV= 200-480VAC 30K=3000K
_ADK- i 150 EV=200-240VAC 40K=4000K PS=Photocell
LT-PTA100 100-277VAC 60W-80W-100W Selectable J0K-40K-50K Selectable, Singl |,y D421x432mm .
e CCT 50K=5000K MS=Motion Sensor
LT-PTA150 100-277VAC 120W-135W-150W Selectable 2DC|€?DK-50K Selectable, Singl |44y wy DA421x432mm 57K=5700K
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